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Introduction:

This is a true innovative product. It comprises two USB 2.0 port and two IEEE 
1394 port. The concept of designing this product is some consumers whose 
NB does not equip with USB 2.0 and IEEE 1394 port. This Combo CardBus 
is compliant with latest USB Spec Revision 2.0 & IEEE1394 Open Host 
Controller interface (OHCI) speciýcation revision 1.1, For existing Notebook 
PC users, if you have with this product, you can immediately upgrade your 
Notebook PC to USB2.0 standard & IEEE1394a. You then will enjoy the 
high-speed data transfer rate that technology provides, particularly when you 
are operating the devices, which need mass data transmission, such as DV 
Camcorder, Digital camera, Hard Diskéetc

Features:

2.1 IEEE1394a Interface
  Compliant with 1394 Open Host Controller lnterface (OHCI) speciýcation 

    revision 1.1.
  Supports 100 Mbps, 200 Mbps, and 400 Mbps data transfer rates.
  Compatible with IEEE1394-1995 and P1394.a PHY layer chip.
  Provides 8 isochronous transmit contexts.
  Provides 4 isochronous receive contexts.
  Supports physical DMA data Transfer.
  Supports up to 63 IEEE 1394a devices

2.2 USB Interface
  Support Open Host Controller Interface (OHCI) and Enhance Host Controller 

    Interface (EHCI)
  USB ports can handle high-speed (480 Mbps), full-speed (12 Mbps) and low-

    speed (1.5 Mbps) data transaction
  Compliant with USB Spec revision 2.0 and 1.1
  Supports up to 127 USB devices
  Over current protection for each USB port
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System Requirements:

  Use with IBM Notebook PC compatible
  Recommended CPU speed at Pentium III (or AMD-K7) and higher, RAM 128MB
  Windows 98, 98SE, ME, Windows 2000 and Windows XP

Driver installation under WindowsXP:

1.  Turn on NB power and put the Driver-CD into CD-ROM.

2.  Click the button ñInstallò.

3.  Then system displays the picture, 
     and clicks the button ñCloseò.
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4.  When system restart is ýnished, insert the product (USB2.0&1394a Combo 
CardBus) to NB, WINXP OS will install drivers of USB2.0 and 1394a 
driver automatically. 

5.  To verify the drivers are properly installed, please right click on  ñMy   
     Computerò icon, select ñPropertiesò, and left click on ñHardwareò tab, 
     and then on ñDevice Managerò button.

Driver installation under Windows2000:

1. Turn on NB power and put the Driver-CD into CD-ROM.

2. Click the button ñInstallò.



3.  Then system displays the picture, 
     click the ñNextò button.

4.  Then system displays the picture, 
     then choose ñYes, I want to restart 
     my computer nowò, and click the 
     button ñCloseò.

5.  When system restart is ýnished, insert the product (USB2.0&1394a Combo 
CardBus) to NB, WIN2000 OS will install drivers of USB2.0 and 1394a 
automatically.

6.  To verify the drivers are properly installed, please right click on ñMy 
     Computerò icon, select ñPropertiesò, left click on ñHardwareò tab, and 
     then on ñDevice Managerò button.
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Driver installation under WindowsME:

1.  Turn on NB power and put the Driver-CD into CD-ROM.

2.  Click the button ñInstallò.

3.  Then system displays the picture, 
     click the button ñNextò.

4.  Then system displays the picture, 
     then choose ñYes, I want to restart 
     my computer nowò, and click the 
     button ñCloseò.
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5.  When system restart is ýnished, insert the product (USB2.0&1394a Combo 
CardBus) to NB, After system installation of USB2.0 driver is ýnished, 
please restart the system to install IEEE 1394 driver.

6.  Then system displays the picture, 
     choose ñAutomatic search for a 
     better driver{Recommended}ò, 
     and click the button ñnextò.

7.  Then system displays the picture, 
     and click the button ñFinishò. 

8.  Then system displays the picture, 
     click the ñYesò button.



9.  When system restart is ýnished, the installation of drivers of USB2.0 and
     1394a are completed.

10.  To verify the drivers are properly installed, please right click on ñMy 
       Computerò icon, select ñPropertiesò, left click on ñHardwareò tab, and 
       then on ñDevice Managerò button.

Driver installation under Windows98SE:

1.  Turn on NB power and put the Driver-CD into CD-ROM.

2.  Click the button ñInstallò.
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3.  Then system displays the picture, 
     click the ñNextò button. 

4.  Then system displays the picture, 
     choose ñYes, I want to restart my 
     computer nowò, and click the 
     button ñCloseò.

5.  When system restart is ýnished, 
     insert the product (USB2.0&1394a 
     Combo CardBus) to NB, click the 
     button ñnextò.
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6.  Then system displays the picture, 
     click the button ñSearch for the 
     best driver for your device 
     [Recommended]ò, click the button 
     ñNextò.

7.  Then system displays the picture, 
     donôt choose anyone and click the 
     ñNextò.

8.  Then system displays the picture, 
     choose ñThe updated driver 
     [Recommended] ALi PCI to 
     USB Open Host Controllerò, 
     click the button ñNextò.
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